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How to setup RJ45 Ethernet (LAN) connection

A default IP setting of the MB2 controller is as the below.

ID Default

IP Address 192.168.1.120
Subnet Mask 255.255.255.0
Default Gateway 192.168.1.1
Port No. 55000

1. Peer to Peer connection
*Need a cross cable depend on the PC

Change the TCP/IPv4 in the Local Area Connection in the PC as the below. If you want to connect back
to other networks, you may need to revert to original settings. Check with your network administrator
for more information.

@ » Control Panel » Metwork and Internet » Metwork Connections

Organize * Disable this network device Diagnose this connection Rg

L"'- Bluetooth Metwork Connection 3
Sosse Mot connected
9 Bluetooth Device (Personal Area ...

*x

Local Area Connection
o=y Metwork cable unplugged
x @2 Broadcom Netlink (TM) Gigabit E...

Wireless Network Connection

P

WP

& hanawa
Aﬂﬂ Atheros ARSBO3 Wireless Network...

L—'. Wireless Network Connection 2
L ﬂﬂﬂ Mot connected
K Microsoft Virtual WiFi Miniport A...

r = F al
[ Local Area Connection Properties ﬁ Internet Protoccl Version 4 (TCP/IPv4) Properties M
Metwaorking | Sharing General
Connect using: ‘You can get IP settings assigned automatically if your network supports
) . this capability, Otherwise, you need to ask your network administrator
L¥ Broadcom MetLink (TM) Gigabit Ethemet for the appropriate IP settings.
(71 Obtain an IP address automatically
This connection uses the following items: _ ;

— . [ i@ Use the following IP address:
o% Cliert for Microsoft Networles I
QQQS Packet Scheduler [l [P address: 132.188. 1 .1
gFile and Printer Sharing for Microsoft Networks [l Subnet mask: 255 355 355, O
<& |ntemet Protocol Version & (TCP/1PvE) i
W -t cmet Protocol Version 4 (TCP/IPv4) L Default gateway: 152.168. 1 . 1
& Link-Layer Topology Discovery Mapper 170 Driver
<& Link-Layer Topology Discovery Responder Obtain DMS server address automatically

P e— (@) Use the following DNS server g Ss.

Install... Uninstall Preferred DNS server: 192 .168. 1 . 1
Description 1 Alternate DMNS server:
Transmission Control Protocol/Intemet Protocol. The default I
wide area network protocol that provides communication

| across diverse interconnected networks. [T validate settings upon exit

[ OK ][ Cancel l
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M MarkinBOX.

Connect the RJ45 Ethernet (LAN) cable between PC and MB2 controller after setup the TCP/IPv4. And
go to “Preferences” - “Communication” and confirm the checked sign + in the default box, then click
“Done” button to close.

Communication Settings X
_
Use Install USB Driver
View Installation Manual
JSB Driver
Baud rate 19200 38400 57600 115200
Data length 8 bit
Delimiter None CR LF CR/LF
Stop bit 1 bit
S check Arithmetic Invert None
Parity None
Echo back None Use
LAN ew TCP/IP v4 Settin
D P add bne = Defa gatewa PO 0
2 efault 192.168.1.120  255.255.255.0 192.168.1.1 55000
I_ J
r
-

[ T

Go to “Comm Selection” on the menu bar and click the LAN icon to start a connection.

A

Comm Selection

X

Qo Choose a communication method [Easy setup : WIFI]
L/ : 0=
ﬁ" aes
o
WiIF1 use RS5232C
W Not show the tutoria
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2. Network connection

MB2 controller enable to store any IP address to connect to the network. Go to “Preferences” >
“Communication” and input all information such IP Address. Check the sign « in the box and click
“Register” button then click the “Done” button to close.

Communication Settings s

USB Install USB Driver

3 AA
w Installation Manual
B Driver

Baud rate 19200 38400 57600 115200
Data length 8 bit

elimiter None CR LF CR/LF
Stop bit 1 bit
Sum check Arithmetic Invert None
Parity None
Echo back None Use

1D | IP address Subnet mask |Default gateway| Port no.

r Default  192.168.1.120| 255.255.255.0 | 192.168.1.1 55000
v TEST |192.168.1.10 255.255.255.0 | 192.168.1.1 55000

BT T |
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Check with your network administrator in regards with the IP Adress.
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